MATERIAL SAFETY DATA SHEET

Henry Company

2911 Slauson Avenue

Huntington Park, CA 90255
Regular Telephone (323) 583-5000

For Emergency Information Only (800) 424-9300

1/1/99
HMIS
HEALTH: 0
FLAMMABILITY: 0
REACTIVITY: 0
PERS. PROT. EQUIP: 0
NFPA 704

| - PRODUCT IDENTIFICATION

NUMBER: 296

NAME: Solar-flex ElastoTAPE Reinforcing Fabric

CLASS: Fiberglass Fabric

I11- HAZARDOUS INGREDIENTS

INGREDIENT/CAS NUMBERS

NONE

Occupational Exposure Limits
Percent TLV

Vapor
PEL Pressure

Treatment on fabric is a vinyl chloride copolymer. The vinyl chloride monomer concentration is well below the
OSHA action level and exposure is not a hazard from this product.

ill - PHYSICAL DATA

BOILING RANGE: N/A

VAPOR DENSITY: N/A

EVAPORATION RATE: N/A

WEIGHT PER GALLON: N/A

% VOLATILE VOLUME: N/A

% WATER VOLUME: N/A

APPEARANCE AND ODOR: Yellow fiberglass fabric.
No noticeable odor.

VIl - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS
RELEASED OR SPILLED: N/A.

WASTE DISPOSAL METHOD: As a solid inert waste
per local regulations.

IV - FIRE AND EXPLOSION HAZARD DATA

FLAMMABILITY CLASSIFICATION: - OSHA: None
DOT: N/A.

FLASH POINT: None

LEL: None

EXTINGUISHING MEDIA: Use appropriate media for
surrounding fire.

UNUSUAL FIRE AND EXPLOSION HAZARDS: None
known.

SPECIAL FIRE FIGHTING PROCEDURES:
Firefighters should wear protective gear suitable for
surrounding fire.

Vil - SAFE HANDLING AND USE INFORMATION
RESPIRATORY PROTECTION: None normally

required.

VENTILATION: Local exhaust if excessive dust is
present.

PROTECTIVE GLOVES: If needed.

EYE PROTECTION: Safety glasses or goggles.
OTHER PROTECTIVE EQUIPMENT: N/A.
HYGIENIC PRACTICES: N/A

IX - SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND
STORING: N/A
OTHER PRECAUTIONS: None.

V - HEALTH HAZARD DATA

EFFECTS OF OVEREXPOSURE: Skin, eye and
upper respiratory tract irritation.

MEDICAL CONDITIONS PRONE

TO AGGRAVATION BY EXPOSURE: None.
PRIMARY ROUTE(s) OF ENTRY: None
EMERGENCY AND FIRST AID PROCEDURES: EYE
CONTACT - Flush with water for at least 15 minutes.
SKIN CONTACT - Frequent rinsing of skin surfaces
with water to remove accumulated fiber will minimize
irritation. RESPIRATORY - Remove to fresh air.

X - TRANSPORTATION DATA

D.O.T.: Unregulated
SHIPPING NAME: N/A
HAZARD CLASS: N/A
LABEL REQUIRED: None

.LM.C.O.: UN(NA) NO.: None. CLASS: N/A.

VI - REACTIVITY DATA

STABILITY: Stable.
HAZARDOUS POLYMERIZATION: Will not occur.

HAZARDOUS DECOMPOSITION PRODUCTS: None.

CONDITIONS TO AVOID: Exireme heat.
INCOMPATIBILITY (Materials to Avoid): None known.
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